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Install the FOMRI Microphone

CAUTION: Exercise extreme care whenever handling the FOMRI and its connection
cable.
1. Do not bend or twist the optical cable to within a radius of less than 1 inch

(2.5 cm). Bending or twisting of the optical cable can cause excessive
optical signal loss and/or fiber breakage.

2. Do not carry or drag the FOMRI by its optical cable. Doing so can damage
internal optical connections. Always grasp the microphone unit directly
when moving it.

Steps:
1. Place the FOMRI in the Scanner Room

Bring the FOMRI Microphone to your MRI Scanner Room and place it near the scanner.

The FOMRI microphone is permanently attached to the fiber optical cables, which are its
means of data transmission. The exact length of these optical cables is determined at the
time you order the OptoACTIVE System.

Do not unwrap the microphone fiber optical cables at this stage. They should remain
securely wrapped inside the protective green tube.

2. Feed FOMRI cable to the Control Room
With the FOMRI microphone resting near the Scanner opening, take the opposite end of the
microphone fiber optical cables (securely wrapped inside the protective green tube) and
carefully feed it through the opening in the Scanner Room waveguide to the Control Room.

3. Position the FOMRI cable connector near the EOU
Guide the FOMRI cable ends to the area where the OptoACTIVE EOU will be placed in the
Control Room. Ensure that there is a minimum of 20 cm cable slack to make attaching the
connectors to the back side of the EOU easier.
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4. Attach the FOMRI Holder to the Scanner head coil
The FOMRI microphone can be attached to any Scanner head coil using a
specially-designed plexiglass mount and adhesive velcro strips, all supplied. This design
enables you to move the FOMRI microphone between head coils whenever needed.

On a head coil that will be used with the FOMRI microphone, locate a small rectangular area
close to an opening that exposes the patient’s mouth during the scan. The area must be wide
enough to securely hold the plexiglass mount.

If needed, trim the velcro strip to fit the mounting area before attaching it to the head coil. Do
not trim the velcro strip smaller than 6 x 3 cm in size.

1. Remove the paper backing from the adhesive velcro strip and press the strip into the
chosen location on the head coil.

2. Remove the paper backing from the velcro strip on the plexiglass mount and press the
mount onto the velcro strip. Ensure that the mount is positioned and aligned properly --
note particularly the orientation of the mount.

3. Using your thumb, press down on the plexiglass mount. Apply enough pressure to the
mount so that the adhesive strip underneath will fasten securely onto the head coil.
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4. Bring the FOMRI microphone base close to the plexiglass mount and
align the two fastening slots (marked by the yellow circles) with their fastening tracks on
the mount.

5. Gently slide the FOMRI microphone base onto the mount. The microphone base will stop
when it reaches the end of the fastening tracks.

6. Once mounted, adjust the FOMRI microphone gooseneck as needed for each patient.
There is no need to remove the microphone base from the mount, unless you are moving
the entire FOMRI assembly to another head coil.

NOTE: One FOMRI mount is supplied with each OptoACTIVE System. You can
order additional mounts for use on additional head coils, when required.

You have completed the FOMRI Microphone installation.
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