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Install the OptoACTIVE Headphones

CAUTION: Exercise extreme care whenever handling the Headphones and their
connection cables.

1. Do not bend or twist the optical cables to within a radius of less than 1 inch
(2.5 cm). Bending or twisting of the optical cables can cause excessive
optical signal loss and/or fiber breakage.

2. Do not carry or drag the Headphones by their optical cables. Doing so can
damage internal optical connections. Always grasp the Headphones directly
when moving them.

Steps:

1. Place the Headphones in the Scanner Room

Bring the OptoACTIVE Headphone to your MRI Scanner Room and place them near the wall
where they will be hung when not in use. For the exact space requirements, click here.

The Headphones are permanently attached to the fiber optical cables, which are their
means of data transmission. The exact length of these optical cables is determined at the
time you order the OptoACTIVE System.

Do not unwrap the Headphone fiber optical cables at this stage. They should remain
securely wrapped inside the protective green tube.

2. Attach the Headphone Holder to the wall

Determine the exact location on the wall for the Holder. It should be close to the scanner
opening and at a convenient access height on the wall.
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Remove the protective paper from all
the adhesive strips on the Headphone
Holder (shown at right), to expose the
wall adhesive.

Gently press the Holder onto the wall at
the desired location. When it is mounted
properly, apply firm pressure to the
Holder, for at least 30 seconds, in order
to attach it permanently.

3. Place the Headphones in the Holder

The Holder has two sections that
store the left and right earpieces e

separately, as shown here. N
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When placing the Headphones in the
holder, avoid excessive twisting at the
junction of the left and right earpiece
cords (the area circled).

Use the hook at the center of the Holder
to securely hang the FOMRI
microphone when the System is not in
use.

4. Secure the Headphone Cabling Capsule

Determine the exact location for the black Cabling Capsule. It should be placed as close to
the MRI bore as possible, to provide sufficient cable slack when maneuvering a patient
wearing the Headphones. One suggested location is on the MRI Scanner housing.
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With the Headphones safely secured in their Holder, remove the protective paper
from all the adhesive strip on the Capsule to expose the adhesive and fasten the Capsule to
the surface you have chosen.

Fasten the capsule to a stationary surface
near the bore (e.g., on the scanner housing)

5 meters 15 meters
to Headphones to EOU

Gently press the Capsule onto the desired location. When it is mounted properly, apply firm
pressure to the Capsule, for at least 30 seconds, in order to attach it permanently.

5. Feed wrapped Headphone cables to the Control Room

With the Headphones and Capsule safely secured, take the opposite end of the Headphone
fiber optical cables (securely wrapped inside the protective green tube) and carefully feed it
through the opening in the Scanner Room waveguide to the Control Room.

6. Position the Headphone cable ends near the EOU

Guide the fiber optical cable ends to the area where the OptoACTIVE EOU will be placed in
the Control Room. Ensure that there is a minimum of 30 cm cable slack to make attaching
the fiber connectors to the back side of the EOU easier.

You have completed the OptoACTIVE Headphones installation.
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