0 . OptoACTIVE-II""
aco\ /stICS ONLINE TRAINING

Preparing Your MR Suite

Components of the OptoACTIVE system are installed in both your Scanner Room and your Control
Room. Communications and control are maintained via fiber optical cables as well as a serial

computer cable, as shown below.
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Carefully examine and prepare these locations before scheduling your installation. This will help
you prevent unexpected technical issues and get you and your staff working quickly.

NOTE: Before beginning this activity, you should complete and send the
OptoACTIVE Pre-Installation Survey to your Optoacoustics support representative.
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Steps:

1. Verify electrical supply (Control Room)

Mains power supply for all OptoACTIVE System components must be rated 90-240V.
Standard electrical plugs are supplied according to local requirements. System electrical
safety is certified to be in full conformance with FCC, CE and other standard regulations.

2. Verify TTL

TTL signal generation should adhere to Siemens, GE or Philips equipment standards.
The OptoACTIVE System requires TTL signal input via a standard BNC cable.

3. Clear table space for Control Console (Control Room)

The OptoACTIVE Control Console has a table footprint of 20 cm width x 20 cm depth x 10
cm height. No special component clearance space is required.

Ideally, the Console should be situated next to the EPI controller.

4. Clear rack or floor space for EOU (Control Room)

The OptoACTIVE EOU has a footprint similar to a standard PC case. It can be placed on the
floor or if needed on an grounded electrical equipment shelf. No special component
clearance space is required.

The maximum cabling distance from the EOU to the Control Console is 4.5 meters.

5. Prepare safe space for Headphones (Scanner Room)

The OptoACTIVE Headphones require dedicated wall space measuring an area of
30 x 30 cm.

Special Headphone hanging hardware is supplied. Hanging hardware is attached to a wall
next to the MRI scanner using adhesive strips, also supplied.
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